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NOTES:
ALL DIMENSIONS IN MILLIMETERS.1.

MUNUFACTURE PER MIL-0-13830.2.

MATERIAL PER MIL-0-147, ONLY ROHS-COMPLIANT MATERRIALS ARE ACCEPTABLE.3.
OHARA: S-LAH64.
Nd:1.78800+/-0.0005.
Vd:47.37+/-1.1%.

ASPHERIC SURFACE DESCRIBED BY THE FOLLOWING AND COEFFICIENTS SHOWN IN TABLE BELOW.4.

S1: SAG TABLE

Y Z(Y)

0 0

2 0.215415

5 1.376266

7.5 3.188795

S1:          R = 9.32459 +/-0.045
                K = -0.884836
                E =  4.032922E-05
                F = -2.798398E-08
                G = -8.413076E-10

5.           SURFACE TOLERANCE
                S1 ASPHRIC SURFACE: 0.6 MICRONS PV, 0.1 MICRONS RMS
                S2 PLANO: POWER +/-3 fri @632.8nm; IRREGULARITY 0.5 fri @632.8nm

6.           SURFACE QUALITY  S1&S2: S-D 60-40

7.           MIN CLEAR APERTURE: 13.5mm DIAMETER

8.           POWER, IRREGYLARITY, AND SURFACE QUALITY SPECIFICATIONS APPLY ACROSS CLEAR APERTURE.

9.           CENTERING TOLERANCE: <2.5 ARCMIN

10.         COATING: NONE.
   
11.         BEVEL FACE S1&S2: (0.1-0.3)*45°

12.         CHIPS OUTSIDE OF CLEAR APERTURE: <0.25

13.         EFL=12.00mm
               BFL=8.90mm
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  5.50 ±0.05  

  (2.31)  


